MULTI-PURPOSE CLEANER/DEGREASER

I‘.BS® PRECISION CLEAN

FEATURES

 Super industrial strength removes tough stains
and soils

* Water-based and Biodegradable
¢ Alkaline formula inhibits flash rusting
* pH concentrate = |3; pH ready-to-use = 12.5

* Does not contain butyl, chlorinated or petro-
leum solvents, bleach, ammonia or abrasives

PACKAGES * Rinses clean
Net Fill Part No.
Concentrate * Safe on all surfaces except magnesium
| gal. (3.78 liters) container 02701
5 gal. (18.93 liters) pail 02705 * Three formulations available: Aerosol,
55 gal. (208 liters) drum 02755
Ready-to-use Concentrate and Ready-to-use
18 oz. (510 grams) aerosol 02720
28 fl .oz. (828 grams) trigger 02728
55 gal. (208 liters) 02765
MEETS OR EXCEEDS THESE SPECIFICATIONS Registration No. 059854
Category Code CI
*  McDonnell Douglas CSD#l * AMS |526A
* Boeing D6-17487Rev.H + AMS I550B * ASTMF-519,Type IC

APPLICATION DILLUTION CHART

P'E-EEE'i'gN WATER EQuiPMENT APPLICATIONS
| 4 Parts Washers Carbon blocks, engines, exhaust hoods, forklifts, graffiti, marine, tanks, varnish
| 5 Dip Tanks Compressors, food processing equipment, floors, hoists, lifts, printing presses, tools
| 7 Tumblers Drill presses, oily parts, pulleys and wires
| 10 Ultrasonic Cleaning electrical parts (Deionized water rinse/dry)
| 4-20 Steam Cleaner Engines parts
| 60 Trigger Sprayer Floors, leather and fabrics, tile, walls, wood
| 40-80 Pressure Washer Cleaning parts, floors, trucks, floors, bathrooms, walls
| 100 Trigger Sprayer Appliances, formica, general cleaning of glass, walls
AIRCRAFT EXTERIOR
| 10-15 Engines, fuselage, pylons, wings, machine seat shop, hydraulic, engine and brake shops
| 2-5 Landing gear, thrust reverser buckets
| 3-10 APU, wheel wells

MATERIAL SAFETY DATA SHEETS AVAILABLE UPON REQUEST OR VISIT OUR WEB SITE: WWW.LPSLABS.COM
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